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47 CFR Ch. I (10–1–14 Edition) § 2.1051 

the maximum rated conditions under 
which the equipment will be operated. 
The signal shall be applied through any 
filter networks, pseudo-random genera-
tors or other devices required in nor-
mal service. Additionally, the occupied 
bandwidth shall be shown for operation 
with any devices used for modifying 
the spectrum when such devices are op-
tional at the discretion of the user. 

(i) Transmitters designed for other 
types of modulation—when modulated 
by an appropriate signal of sufficient 
amplitude to be representative of the 
type of service in which used. A de-
scription of the input signal should be 
supplied. 

(Secs. 4, 303, 307, 48 Stat., as amended, 1066, 
1082, 1083; 47 U.S.C. 154, 303, 307) 

[39 FR 5919, Feb. 15, 1974, as amended at 39 
FR 35664, Oct. 3, 1974; 47 FR 13164, Mar. 29, 
1982; 48 FR 16493, Apr. 18, 1983; 49 FR 18105, 
Apr. 27, 1984. Redesignated at 63 FR 36599, 
July 7, 1998] 

§ 2.1051 Measurements required: Spu-
rious emissions at antenna termi-
nals. 

The radio frequency voltage or pow-
ers generated within the equipment 
and appearing on a spurious frequency 
shall be checked at the equipment out-
put terminals when properly loaded 
with a suitable artificial antenna. 
Curves or equivalent data shall show 
the magnitude of each harmonic and 
other spurious emission that can be de-
tected when the equipment is operated 
under the conditions specified in 
§ 2.1049 as appropriate. The magnitude 
of spurious emissions which are attenu-
ated more than 20 dB below the permis-
sible value need not be specified. 

[39 FR 5919, Feb. 15, 1974. Redesignated and 
amended at 63 FR 36599, July 7, 1998] 

§ 2.1053 Measurements required: Field 
strength of spurious radiation. 

(a) Measurements shall be made to 
detect spurious emissions that may be 
radiated directly from the cabinet, 
control circuits, power leads, or inter-
mediate circuit elements under normal 
conditions of installation and oper-
ation. Curves or equivalent data shall 
be supplied showing the magnitude of 
each harmonic and other spurious 
emission. For this test, single side-
band, independent sideband, and con-

trolled carrier transmitters shall be 
modulated under the conditions speci-
fied in paragraph (c) of § 2.1049, as ap-
propriate. For equipment operating on 
frequencies below 890 MHz, an open 
field test is normally required, with 
the measuring instrument antenna lo-
cated in the far-field at all test fre-
quencies. In the event it is either im-
practical or impossible to make open 
field measurements (e.g. a broadcast 
transmitter installed in a building) 
measurements will be accepted of the 
equipment as installed. Such measure-
ments must be accompanied by a de-
scription of the site where the meas-
urements were made showing the loca-
tion of any possible source of reflec-
tions which might distort the field 
strength measurements. Information 
submitted shall include the relative ra-
diated power of each spurious emission 
with reference to the rated power out-
put of the transmitter, assuming all 
emissions are radiated from halfwave 
dipole antennas. 

(b) The measurements specified in 
paragraph (a) of this section shall be 
made for the following equipment: 

(1) Those in which the spurious emis-
sions are required to be 60 dB or more 
below the mean power of the trans-
mitter. 

(2) All equipment operating on fre-
quencies higher than 25 MHz. 

(3) All equipment where the antenna 
is an integral part of, and attached di-
rectly to the transmitter. 

(4) Other types of equipment as re-
quired, when deemed necessary by the 
Commission. 

[39 FR 5919, Feb. 15, 1974. Redesignated and 
amended at 63 FR 36599, July 7, 1998] 

§ 2.1055 Measurements required: Fre-
quency stability. 

(a) The frequency stability shall be 
measured with variation of ambient 
temperature as follows: 

(1) From ¥30° to +50° centigrade for 
all equipment except that specified in 
paragraphs (a) (2) and (3) of this sec-
tion. 

(2) From ¥20° to +50° centigrade for 
equipment to be licensed for use in the 
Maritime Services under part 80 of this 
chapter, except for Class A, B, and S 
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